HSF

NOTES:
Current Rating: 3.0AMP
Contact Resistance: 20m() Max 2.54xNo.of Positions+4.7040.25
Withstand \/o\t(]ge: 1000V AC/DC [.100xNo.of Positions+.185+0.010]
. . . . 2.54xNo.of Positions+0.9010.20
\nsu\at\.on Resistance: 'WOOOMGQ Min o [100xNo.of Postions-+.035+0.008] Ogmg
Operation Temperature: —40C to +103C 2 54xNo.of Contacts/2-2.54£0.15 mppeys
5 5440.10 [.100xNo.of Contacts/2-.100+0.006] 5885
gontoci M‘Ott'erio\A:Phgspgor BronzNg Or Brass [ 100+0.004] T E %%%
ontact plating:Au Or Sn over Ni 7
insulator Material-PBT+30%G.F UL94V—0 r 2 B0 D O ) e D O ) O £ O O O o
1 {0 0= P (e o P P o 0= P (] O P B i N Lfé}%}
6P Without Slot "M” and "N” 1 25 " 6P-8P
8P—12P With Slot "M", Without Slot "N” [.150] 700
14P—64P With Slot "M" and "N ™\ [278]]
Ordering Information ( ‘ | |
JAN
5211-XX DB XX B X 01 ] U _ TT T
L 1272010 P 23 T 094]
Two Parts  No.of Pins Contact Material Color Insulator Bump ['OSOiO'OOH 4 § g § W=With Bump N=W/0 B
o s Mol P Conact o 1.27xNo.of | Contacts—1.27+0.15 S =k A Hinp
08P 30P  p_phosphor G=Grey(427C) W=With Bump [.050xNo.of Contacts—:05010.006] 3 =
10P 34P  Bronze Contact Plating : = 4.40
12P 36P S0=Gold Flash/Ni - [173]
14P 40P S3=10u"Gold/Ni
16P 44p S4=15u"Gold/Ni T
18P 50p S5=30u"Gold/Ni %g — H A
20P 60P SN=Tin s a0
22P 64P s S=
24p o
' L-—uL 6.00
ltem Pitch Mating s [.236]
Standard| 2.54 3110/3210
Alternate
OPERATION |DRAW DATE SCALE| FIT [PART NO.
DuYin 2022/05/19 5211-XXDBXXBX01 W ON
A2 |2022/05/19 Modify TITLE A3\ DuYing [ XX | 0.40 g UNIT | mm [ C
AT |2012/12/21 MODIFY A\ YHuangl XXX _| 2020 |CHECK — DATE SIZE | A4 5,54 1DC SOCKET __Http: www.wcon.com
XXX | £0.15 (BOTH SIDE CONTACT) WCON-Dongguan WCON—Kunshan
A0 |2012/10/11 NEW | e anale | = 5 [APPROVE OATE SHEET| 1/2 Tel: +86 769 85358920 |Tel: +86 512 57468408
ngle Customer NO. Fax: +86 769 85358915 |Fax: +86 512 57468468
REV DATE MODIFICATION DESCRIPTION CHANGE| pim | ToL PROJ.| &= E-mail: sales@wcon.com | E-mail: salesks@wcon.com
1 2 3 4 5 6 | 7 | 8 | 9 | 10
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